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INSTALLING THE WATER LINE (ICEMAKER MODELS)

Recommended copper water supply kits are
WX8X2, WX8X3 or WX8X4, depending on the
amount of tubing you need. Approved plastic 
water supply lines are GE SmartConnect™

Refrigerator Tubing (WX08X10006, WX08X10015
and WX08X10025).
When connecting your refrigerator to a GE Reverse
Osmosis Water System, the only approved
installation is with a GE RVKit. For other reverse
osmosis water systems, follow the manufacturer’s
recommendations. 
If the water supply to the refrigerator is from 
a Reverse Osmosis Water Filtration System 
AND the refrigerator also has a water filter, 
use the refrigerator’s filter bypass plug. Using 
the refrigerator’s water filtration cartridge in
conjunction with the RO filter can result in hollow
ice cubes.
This water line installation is not warranted by 
the refrigerator or icemaker manufacturer. Follow
these instructions carefully to minimize the risk of
expensive water damage.
Water hammer (water banging in the pipes) in
house plumbing can cause damage to refrigerator
parts and lead to water leakage or flooding. Call a
qualified plumber to correct water hammer before
installing the water supply line to the refrigerator.
To prevent burns and product damage, do not hook
up the water line to the hot water line.
If you use your refrigerator before connecting 
the water line, make sure the icemaker power
switch is in the O (off) position.
Do not install the icemaker tubing in areas where
temperatures fall below freezing.
When using any electrical device (such as a power
drill) during installation, be sure the device is double
insulated or grounded in a manner to prevent the
hazard of electric shock, or is battery powered.
All installations must be in accordance with local
plumbing code requirements.

BEFORE YOU BEGIN WHAT YOU WILL NEED

• Copper or GE SmartConnect™ Refrigerator
Tubing kit, 1/4″ outer diameter to connect the
refrigerator to the water supply. If using copper,
be sure both ends of the tubing are cut square.

To determine how much tubing you need: measure
the distance from the water valve on the back 
of the refrigerator to the water supply pipe. 
Be sure there is sufficient extra tubing to allow 
the refrigerator to move out from the wall after
installation.
GE SmartConnect™ Refrigerator Tubing Kits 
are available in the following lengths:
6′ (1.8 m) – WX08X10006
15′ (4.6 m) – WX08X10015
25′ (7.6 m) – WX08X10025



NOTE: The only GE approved plastic tubing 
is that supplied in GE SmartConnect™

Refrigerator Tubing kits. Do not use any other
plastic water supply line because the line is
under pressure at all times. Certain types of
plastic will crack or rupture with age and cause
water damage to your home.
• A GE water supply kit (containing tubing, 

shutoff valve and fittings listed below) is available
at extra cost from your dealer or from Parts and
Accessories, 800.626.2002 (in Canada
1.888.261.3055).

• A cold water supply. The water pressure must 
be between 20 and 120 p.s.i. (1.4–8.1 bar).

• Power drill.
• 1/2″ or adjustable wrench.
• Straight and Phillips blade screwdriver.

• Two 1/4″ outer diameter compression nuts 
and 2 ferrules (sleeves)—to connect the copper
tubing to the shutoff valve and the refrigerator
water valve.
OR

• If you are using a GE SmartConnect™

Refrigerator Tubing kit, the necessary fittings 
are preassembled to the tubing.

• If your existing copper water line has a flared
fitting at the end, you will need an adapter
(available at plumbing supply stores) to connect
the water line to the refrigerator OR you can cut
off the flared fitting with a tube cutter and then
use a compression fitting. Do not cut formed end
from GE SmartConnect™ Refrigerator tubing.

• Shutoff valve to connect to the cold water line.
The shutoff valve should have a water inlet with 
a minimum inside diameter of 5/32″ at the point
of connection to the COLD WATER LINE. Saddle-
type shutoff valves are included in many water
supply kits. Before purchasing, make sure a
saddle-type valve complies with your local
plumbing codes.

WHAT YOU WILL NEED (CONT.)

SHUT OFF THE MAIN WATER SUPPLY
Turn on the nearest faucet long enough 
to clear the line of water.

Install the shutoff valve on the nearest frequently
used drinking water line.

1

Choose a location for the valve that is easily
accessible. It is best to connect into the side 
of a vertical water pipe. When it is necessary 
to connect into a horizontal water pipe, make 
the connection to the top or side, rather than at
the bottom, to avoid drawing off any sediment
from the water pipe.

CHOOSE THE VALVE LOCATION2

DRILL THE HOLE FOR THE VALVE3

Drill a 1/4″ hole in the water pipe (even if using 
a self-piercing valve), using a sharp bit. Remove
any burrs resulting from drilling the hole in 
the pipe.

Take care not to allow water to drain into the
drill.

Failure to drill a 1/4″ hole may result in reduced
ice production or smaller cubes.

Installation Instructions
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Installation Instructions

Place the compression nut and ferrule (sleeve)
for copper tubing onto the end of the tubing and
connect it to the shutoff valve. 

Make sure the tubing is fully inserted into 
the valve. Tighten the compression nut securely.

For plastic tubing from a GE SmartConnect™

Refrigerator Tubing kit, insert the molded end 
of the tubing into the shutoff valve and tighten
compression nut until it is hand tight, then
tighten one additional turn with a wrench.
Overtightening may cause leaks.

NOTE: Commonwealth of Massachusetts
Plumbing Codes 248CMR shall be adhered to.
Saddle valves are illegal and use is not permitted
in Massachusetts. Consult with your licensed
plumber.

CONNECT THE TUBING TO THE VALVE7

Saddle-Type 
Shutoff Valve Compression Nut

Packing Nut

Outlet Valve
Ferrule (sleeve)

Turn the main water supply on and flush out 
the tubing until the water is clear.
Shut the water off at the water valve after 
about one quart (1 liter) of water has been
flushed through the tubing.

FLUSH OUT THE TUBING8

SmartConnect™

Tubing

Fasten the shutoff valve to the cold water pipe
with the pipe clamp.

NOTE: Commonwealth of Massachusetts
Plumbing Codes 248CMR shall be adhered to.
Saddle valves are illegal and use is not permitted
in Massachusetts. Consult with your licensed
plumber.

FASTEN THE SHUTOFF VALVE4

Tighten the clamp screws until the sealing
washer begins to swell. 
NOTE: Do not overtighten or you may crush 
the tubing.

TIGHTEN THE PIPE CLAMP5

Pipe Clamp

Vertical Cold Water PipeSaddle-Type
Shutoff Valve

Washer
Inlet EndPipe Clamp

Clamp
Screw

Route the tubing between the cold water line
and the refrigerator.
Route the tubing through a hole drilled in the
wall or floor (behind the refrigerator or adjacent
base cabinet) as close to the wall as possible. 

ROUTE THE TUBING6

To complete the installation of the refrigerator, 
go back to Step 1 in Installing the Refrigerator.
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Normal operating sounds. ge.com

Before you call for service…
Troubleshooting Tips 
Save time and money! Review the charts on 
the following pages first and you may not need to call
for service.

Newer refrigerators sound different from older refrigerators. 
Modern refrigerators have more features and use newer technology.

HUMMM...
WHOOSH...

■ The new high efficiency compressor may run faster
and longer than your old refrigerator and you may
hear a high-pitched hum or pulsating sound while 
it is operating.

■ You may hear a whooshing sound when the 
doors close. This is due to pressure equalizing within
the refrigerator.

■ You may hear the fans spinning at high speeds. 
This happens when the refrigerator is first plugged in,
when the doors are opened frequently or when a large
amount of food is added to the refrigerator or freezer
compartments. The fans are helping to maintain the
correct temperatures.

■ The fans change speeds in order to provide optimal
cooling and energy savings.

CLICKS, POPS,
CRACKS and SNAPS

■ You may hear cracking or popping sounds when 
the refrigerator is first plugged in. This happens as 
the refrigerator cools to the correct temperature.

■ The freezer control will click when starting or stopping
the compressor.

■ Defrost timer snapping in and out of the defrost cycle.

■ Expansion and contraction of cooling coils during and
after defrost can cause a cracking or popping sound.

■ On models with an icemaker, after an icemaking cycle,
you may hear the ice cubes dropping into the ice
bucket.

■ On models with a dispenser, during water dispense,
you may hear the water lines move at initial dispense
and after dispenser button is released. 

WATER SOUNDS

■ The flow of refrigerant through the freezer cooling coils
may make a gurgling noise like boiling water.

■ Water dropping on the defrost heater can cause a
sizzling, popping or buzzing sound during the defrost
cycle.

■ A water dripping noise may occur during the defrost
cycle as ice melts from the evaporator and flows into
the drain pan.

■ Closing the door may cause a gurgling sound due to
pressure equalization.

Do you hear what I hear? These sounds are normal.

Problem Possible Causes What To Do
Refrigerator does not Refrigerator in defrost cycle. • Wait about 30 minutes for defrost cycle to end. 
operate Control in 0ff position. • Move the control to a temperature setting.

Refrigerator is unplugged. • Push the plug completely into the outlet.

The fuse is blown/circuit • Replace fuse or reset the breaker.
breaker is tripped.

Vibration or rattling Leveling legs need adjusting. • See Level the Refrigerator.
(slight vibration 
is normal)

For additional information on normal
icemaker operating sounds, see the 
About the automatic icemaker section.
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Problem Possible Causes What To Do
Motor operates for Normal when refrigerator • Wait 24 hours for the refrigerator to completely 
long periods or cycles is first plugged in. cool down.
on and off frequently. Often occurs when large • This is normal.(Modern refrigerators amounts of food arewith more storage placed in refrigerator.space and a larger

Door left open. • Check to see if package is holding door open.freezer require more 

Hot weather or frequent • This is normal.
operating time. They 

door openings.
start and stop often 

Temperature control • See About the controls.
to maintain even 

set at the coldest setting.

Refrigerator or freezer Temperature controls not set • See About the controls.
compartment too warm cold enough.

Warm weather or frequent • Set the temperature control one step colder. 
door openings. See About the controls.

Door left open. • Check to see if package is holding door open.

Frost or ice crystals Door left open. • Check to see if package is holding door open.
on frozen food Door openings too frequent  • This is normal.(frost within package or too long.is normal)

Frequent “buzzing” Icemaker power switch is in  • Set the power switch to the 0 (off) position. Keeping it
sound the I (on) position, but the in the I (on) position will damage the water valve.

water supply to the refrigerator 
has not been connected.

Small or hollow cubes Water filter clogged.  • Replace filter cartridge with new cartridge or with plug.

Automatic icemaker Icemaker power switch is  • Set the power switch to the I (on) position. 
(on some models) not on. The icemaker power light will turn green when the 
does not work freezer light switch is pressed in or when the freezer 

door is closed.

Water supply turned off or • See Installing the water line.
not connected.

Freezer compartment • Wait 24 hours for the refrigerator to completely 
too warm. cool down.

Piled up cubes in the storage • Level cubes by hand.
bin cause the icemaker 
to shut off.

Ice cubes stuck in icemaker. • Turn off the icemaker, remove cubes and turn 
(Green power light on the icemaker back on.
icemaker blinking.)

Icemaker light is not lit. • This is normal when the freezer door is open. The 
icemaker power light will turn green when the freezer 
light switch is pressed in or when the freezer door is 
closed.

temperatures.)

Before you call for service…
Troubleshooting Tips 
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Problem Possible Causes What To Do
Ice cubes have Food transmitting odor/taste • Wrap foods well.
odor/taste to ice cubes.

Interior of refrigerator • See Care and cleaning.
needs cleaning. • Keep an open box of baking soda in the refrigerator; 

replace every three months.

Slow ice cube freezing Door left open. • Check to see if package is holding door open.

Freezer control not set • See About the controls.
cold enough.

Refrigerator has odor Foods transmitting • Foods with strong odors should be tightly wrapped.
odor to refrigerator. • Keep an open box of baking soda in the refrigerator; 

replace every three months.

Interior needs cleaning. • See Care and cleaning.

Moisture forms on Not unusual during • Wipe surface dry and reset the refrigerator control
outside of refrigerator periods of high humidity. one setting colder.

Moisture collects inside Too frequent or too • This is normal.
(in humid weather, air long door openings.
carries moisture into
refrigerator when 
doors are opened)

Refrigerator or freezer  No power at outlet. • Replace fuse or reset the breaker.
compartment light Light bulb burned out or loose. • See Replacing the light bulbs.does not work

Door/drawer does not Leveling legs need adjusting. • See Installing the Refrigerator.
close by itself

Freezer door/drawer This is normal if, after popping • This indicates that there is a good seal on the freezer 
pops open when open, the freezer door/drawer door/drawer. If the freezer door/drawer does not 
refrigerator door closed on its own. automatically close after popping open, then see the 
is closed Problem: Door/drawer does not close by itself, above.

Hot air from bottom Normal air flow cooling
of refrigerator motor. In the refrigeration

process, it is normal that 
heat be expelled in the
area under the refrigerator. 
Some floor coverings will 
discolor at these normal 
and safe temperatures.

Food freezing in Food too close to the air vent • Move the food away from the air vent.
the refrigerator at the back of the refrigerator.

Refrigerator control is set • Move the refrigerator control to a warmer 
too cold. temperature setting one increment at a time.

Orange glow Defrost heater is on. • This is normal.
in the freezer
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Before you call for service…
Troubleshooting Tips 

Problem Possible Causes What To Do

No ice cube Supply line or shutoff valve • Call a plumber.
production is clogged.
(on some models) Water filter clogged. • Replace filter cartridge or remove filter and install plug.

Filter cartridge not • Remove and reinstall filter cartridge, being certain that 
properly installed. it locks into place. The blade on the end of the cartridge 

should be positioned vertically.

Handle is loose / Handle needs adjusting. • See Attach the Fresh Food Door Handle and Attach the 
handle has a gap Freezer Door Handle sections for detailed instructions.

Refrigerator beeping This is the door alarm. • Close door.

Control setting is On some models, the light bulbs • If the control settings do not light up, check to see if 
not lit at the top of the refrigerator the light bulbs are burned out, and replace if necessary.

compartment light up the 
temperature control settings. 

Refrigerator doors are Doors need realigning. • See Align Double Doors section located under 
not even (on Double Replacing the Door (Double Door Refrigerator Models 
Door models only) only). 

Baskets stick or jam Baskets are too full. • To open: remove some of the products from 
when opening or the basket when opened as far as possible. 
closing Readjust the products left in the basket and 

try to open the basket again.
• To close: readjust products in the basket or remove 

any product that is above the rim of the basket and 
close the basket.
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General Electric Company
Warranty Registration Department
P.O. Box 32150
Louisville, KY 40232-2150

GE Service Protection Plus™

GE, a name recognized worldwide for quality and dependability together with Assurant Solutions, offers you
Service Protection Plus ™—comprehensive protection on your appliances.*

Benefits Include:
• Prompt, reliable service from GE Authorized Servicers
• Convenient hours designed to suit your busy schedule
• Quality replacement parts
• The dependability of GE, a name recognized and trusted worldwide
• Ask about our interest-free payment plans

With Service Protection Plus you can expect:
• An extended service plan that limits unexpected repair bills
• Service coverage for most major brands
• Unlimited service calls for the length of your contract, or credit toward a replacement product
• Service coverage for covered operating parts and labor on appliances and home electronics that fail during normal single family

household use
• Your satisfaction is our goal. We strive to provide you with excellent service in a professional and timely manner.

Place your confidence in GE and call us in the U.S. toll-free at 1.800.626.2224 for more information.

*Most brands covered up to 15 years old in the continental U.S.

SPP is a trademark of General Electric Company.

Please place in envelope and mail to:

✁Cut here



Consumer Product Ownership Registration

Importa
nt

Mail 

Today!

GE Consumer & Industrial
Appliances 
General Electric Company 
Louisville, KY 40225
ge.com

First
Name

Mr. ■■ Ms. ■■ Mrs. ■■ Miss ■■

Street
Address

City State

Date Placed
In Use

Month Day Year

Zip
Code

Apt. #

Last
Name

Phone
Number

_ _

Consumer Product Ownership Registration
Dear Customer:
Thank you for purchasing our product and thank you for placing your confidence in us. 
We are proud to have you as a customer!

Follow these three steps to protect your new appliance investment:

Important: If you did not get a registration card with your 
product, detach and return the form below to 
ensure that your product is registered, or register
online at ge.com.

1 2 3
Model Number Serial Number

✁Cut here

Complete and mail
your Consumer
Product Ownership
Registration today.
Have the peace of
mind of knowing we
can contact you in
the unlikely event of
a safety modification.

After mailing the
registration below, 
store this document 
in a safe place. It
contains information
you will need should 
you require service. 
Our service number is
800 GE CARES 
(800.432.2737).

Read your Owner’s
Manual carefully.
It will help you
operate your new
appliance properly.

Model Number Serial Number

E-mail Address*

36

* Please provide your e-mail address to receive, via e-mail, discounts, special offers and other important
communications from GE Appliances (GEA).
■■  Check here if you do not want to receive communications from GEA’s carefully selected partners.

FAILURE TO COMPLETE AND RETURN THIS CARD DOES NOT DIMINISH YOUR WARRANTY RIGHTS.

For information about GEA’s privacy and data usage policy, go to ge.com and click on “Privacy Policy” 
or call 800.626.2224.



37

OWNERSHIP REGISTRATION
P.O. BOX 1780
MISSISSAUGA, ONTARIO
L4Y 4G1

(FOR CANADIAN CONSUMERS ONLY)

Please place in envelope and mail to:
Veuillez mettre dans une enveloppe et envoyez à :
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Refrigerator Warranty. (For customers in the United States)

All warranty service provided by our Factory Service Centers, 
or an authorized Customer Care® technician. To schedule service, 
on-line, visit us at ge.com, or call 800.GE.CARES (800.432.2737).
Please have serial number and model number available when
calling for service.

■ Service trips to your home to teach you how to use 
the product.

■ Improper installation, delivery or maintenance.

■ Failure of the product if it is abused, misused, or used for
other than the intended purpose or used commercially.

■ Loss of food due to spoilage.

■ Replacement of house fuses or resetting of circuit
breakers.

■ Damage caused after delivery.

■ Replacement of the water filter cartridge, if included, due
to water pressure that is outside the specified operating
range or due to excessive sediment in the water supply.

■ Replacement of the light bulbs, if included, or water filter
cartridge, if included, other than as noted above. 

■ Damage to the product caused by accident, fire, floods 
or acts of God.

■ Incidental or consequential damage caused by possible
defects with this appliance.

■ Product not accessible to provide required service.

What GE Will Not Cover:

This warranty is extended to the original purchaser and any succeeding owner for products purchased 
for home use within the USA. If the product is located in an area where service by a GE Authorized Servicer 
is not available, you may be responsible for a trip charge or you may be required to bring the product to an
Authorized GE Service location for service. In Alaska, the warranty excludes the cost of shipping or service calls
to your home.

Some states do not allow the exclusion or limitation of incidental or consequential damages. This warranty
gives you specific legal rights, and you may also have other rights which vary from state to state. To know
what your legal rights are, consult your local or state consumer affairs office or your state’s Attorney General.

Warrantor: General Electric Company. Louisville, KY 40225

Staple your receipt here. 
Proof of the original purchase

date is needed to obtain service
under the warranty.

EXCLUSION OF IMPLIED WARRANTIES—Your sole and exclusive remedy is product repair as provided 
in this Limited Warranty. Any implied warranties, including the implied warranties of merchantability
or fitness for a particular purpose, are limited to one year or the shortest period allowed by law.

Consum
er Support
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O

perating Instructions
Safety Instructions

Installation
Instructions

39

For The Period Of: GE Will Replace:

GE and GE PROFILE MODELS:

One Year Any part of the refrigerator which fails due to a defect in materials or workmanship.
From the date of the During this limited one-year warranty, GE will also provide, free of charge, all labor and 
original purchase related service to replace the defective part.

Thirty Days Any part of the water filter cartridge which fails due to a defect in materials or workmanship.
(Water filter, if included) During this limited thirty-day warranty, GE will also provide, free of charge, a replacement water
From the original filter cartridge.
purchase date of 
the refrigerator

GE PROFILE MODELS ONLY:

Five Years Any part of the sealed refrigerating system (the compressor, condenser, evaporator 
(GE Profile models only) and all connecting tubing) which fails due to a defect in materials or workmanship.
From the date of the During this limited five-year sealed refrigerating system warranty, GE will also provide, 
original purchase free of charge, all labor and related service to replace the defective part in the sealed 

refrigerating system.
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TERMS AND CONDITIONS:
This warranty applies only for single family domestic
use in Canada when the Refrigerator has been properly
installed according to the instructions supplied by Mabe
and is connected to an adequate and proper utility
service. 
Damage due to abuse, accident, commercial use, and
alteration or defacing of the serial plate cancels all
obligations of this warranty. 
Service during this warranty period must be
performed by an Authorized Mabe Service Agent.

Neither Mabe nor the Dealer is liable for any claims or
damages resulting from failure of the Refrigerator or
from service delays beyond their reasonable control.

To obtain warranty service, purchaser must present the
original Bill of Sale. Components repaired or replaced are
warranted through the remainder of the original warranty
period only.

This warranty is extended to the original purchaser and
any succeeding owner for products purchased for home
use within Canada. In home warranty service will be
provided in areas where it is available and deemed
reasonable by Mabe to provide.

This warranty is in addition to any statutory warranty.

WHAT IS NOT COVERED:
• Owner is responsible to pay for service calls related 

to product installation and/or teaching how to use
the product.

• Damage to finish must be reported within 48 hours
following the delivery of the appliance.

• Damage to finish after delivery.
• Improper installation—proper installation includes

adequate air circulation to the refrigeration system,
adequate electrical, plumbing and other connecting
facilities.

• Replacement of house fuses or resetting of circuit
breakers.

• Replacement of light bulbs.
• Damage to product caused by accident, fire, floods 

or acts of God.
• Loss of food due to spoilage.
• Proper use and care of product as listed in the

owner’s manual, proper setting of controls.
• Product not accessible to provide required service.
• WARRANTOR IS NOT RESPONSIBLE FOR

CONSEQUENTIAL DAMAGES.

IMPORTANT
Keep this warranty and your bill of sale as proof of original purchase and purchase date. 
Please have serial number and model number available when calling for service.

Mabe Service is available coast to coast. If further help is 
needed concerning this warranty, contact:

Manager, Consumer Relations
Mabe Canada Inc., Consumer Service
1 Factory Lane, Suite 310
Moncton, New Brunswick E1C 9M3
1.800.561.3344

Staple your receipt here. 
Proof of the original purchase

date is needed to obtain service
under the warranty.

What is covered How Long Warranted Parts Labour
(From Date of Sale) Repair or Replace

at Mabe’s Option

Compressor GE Profile: Ten (10) Years GE Profile: Ten (10) Years GE Profile: Five (5) Years
GE and All Other GE and All Other GE and All Other

Brands: One (1) Year Brands: One (1) Year Brands: One (1) Year

Sealed System (including GE Profile: Five (5) Years GE Profile: Five (5) Years GE Profile: Five (5) Years
evaporator, condenser GE and All Other GE and All Other GE and All Other
tubing and refrigerant) Brands: One (1) Year Brands: One (1) Year Brands: One (1) Year

All Other Parts One (1) Year One (1) Year One (1) Year

CUSTOMER WARRANTY
(for customers in Canada)

Your refrigerator is warranted to be free of defects in material and workmanship.

EXCLUSION OF IMPLIED WARRANTIES—Your sole and exclusive remedy is product repair as provided in this
Limited Warranty. Any implied warranties, including the implied warranties of merchantability or fitness for 
a particular purpose, are limited to one year or the shortest period allowed by law.



41

Manufactured for: General Electric Company, Louisville, KY 40225

Performance Data Sheet
SmartWater Filtration System

GSWF Cartridge

This system has been tested according to NSF/ANSI 42/53 for reduction of the substances listed below.
The concentration of the indicated substances in water entering the system was reduced to a concentration 
less than or equal to the permissible limit for water leaving the system, as specified in NSF/ANSI 42/53.*
(100% safety factors built in for unmetered usage)

Standard No. 42: Aesthetic Effects
Parameter USEPA Influent Influent Challenge Effluent % Reduction Min. Required

MCL Average Concentration Average Maximum Average Minimum Reduction
Chlorine — 1.845 mg/L 2.0 mg/L+10% < 0.05 mg/L 0.05 mg/L > 97.29% 96.43% > 50%
T & O — — — — — — — —
Particulate** — 143,333 #/mL at least 10,000 particles/mL 29.83 #/mL 140 #/mL 99.98% 99.91% > 85%

Standard No. 53: Health Effects

Parameter USEPA Influent Influent Challenge Effluent % Reduction Min. Required
MCL Average Concentration Average Maximum Average Minimum Reduction

Turbidity 1 NTU*** 10.3 NTU*** 1+1 NTU*** 0.106 NTU 0.14 NTU 98.97% 98.61% 0.5 NTU
Cysts 99.95% Reduction 200,000 #/L Minimum 50,000 L 0 0 > 99.99% > 99.99% > 99.95%
Lead at pH 6.5 0.015 mg/L 0.15 mg/L 0.15 mg/L+10% < 0.001 mg/L < 0.001 mg/L > 99.33% > 99.33% 0.010 mg/L
Lead at pH 8.5 0.015 mg/L 0.14 mg/L 0.15 mg/L+10% 0.001 mg/L 0.003 mg/L > 99.29% 97.86% 0.010 mg/L
Lindane 0.0002 mg/L 0.0216 mg/L 0.002 mg/L+10% < 0.00002 mg/L < 0.00002 mg/L 99.07% 98.75% 0.0002 mg/L
Atrazine 0.003 mg/L 0.008 mg/L 0.009 mg/L+10% < 0.002 mg/L < 0.002 mg/L > 76.12% > 66.67% 0.003 mg/L

* Tested using a flow rate of 0.5 gpm; pressure of 60 psig; pH of 7.5 ± 0.5; temp. of 68° ± 5°F (20° ± 3°C)
** Measurement in Particles/ml. Particles used were 0.5-1 microns
*** NTU=Nephelometric Turbidity units

Operating Specifications
� Capacity: certified for up to 750 gallons (2,838 l); up to six months
� Pressure requirement: 40–120 psi (2.8–8.2 bar)
� Temperature: 33–100ºF (0.6–38ºC)
� Flow rate: 0.5 gpm (1.9 lpm)

General Installation/Operation/Maintenance Requirements
� Flush new cartridge at full flow for 3 minutes to purge out trapped air.
� Replace cartridge when flow becomes too slow.

Special Notices
� Installation instructions, parts and service availability, and standard warranty are included with the product when shipped.
� This drinking water system must be maintained according to manufacturer’s instructions, including replacement of filter

cartridges.
� Do not use with water that is microbiologically unsafe or of unknown quality without adequate disinfection before or after 

the system. Systems certified for cyst reduction may be used on disinfected water that may contain filterable cysts.
� The contaminants or other substances removed or reduced by this water treatment system are not necessarily in your water.
� Check for compliance with the state and local laws and regulations.
� Note that while the testing was performed under standard laboratory conditions, actual performance may vary. Systems

must be installed and operated in accordance with manufacturer’s recommended procedures and guidelines.

NSF®

System tested and certified by NSF International against Standard 42 for the reduction of
chlorine, taste and odor, particulate Class I and Standard 53 for the reduction of cyst, lead,
Lindane, Atrazine and turbidity.
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State of California
Department of Health Services

Water Treatment Device
Certificate Number

Date Issued: April 28, 2003

Trademark/Model Designation Replacement Elements

155903 -

GE GSWF GSWF

Manufacturer: General Electric Consumer Products

The water treatment device(s) listed on this certificate have met the testing requirements pursuant to Section
116830 of the Health and Safety Code for the following health related contaminants:

Cysts
Turbidity

Asbestos
Lead

Atrazine
Lindane
2,4-D

Microbiological Contaminants and Turbidity Inorganic/Radiological Contaminants

Organic Contaminants

Do not use where water is microbiologically unsafe or with water of unknown quality, except that systems certified for
cyst reduction may be used on disinfected waters that may contain filterable cysts.

750 galRated Service Capacity: 0.5 gpmRated Service Flow:

Conditions of Certification:


